
system3 EN 15814:2011 +A2:2014 
EN 15814:2011 +A2:2014

Harmonized standard EN 15814:2011 +A2:2014

Notified body Feststellung des Produkttyps: 2007 Kiwa MPA Bautest GmbH Georg-Schumann-Straße 7 , 01187 Dresden

Essential characteristics Performance
Harmonized technical

specification
Watertightness W2A EN 15814:2011 +A2:2014
Crack bridging ability CB2 EN 15814:2011 +A2:2014
Resistance to water passed EN 15814:2011 +A2:2014
Ductility at low temperatures passed EN 15814:2011 +A2:2014
Dimensional stability at higher tempertures passed EN 15814:2011 +A2:2014
Reaction to fire test E EN 15814:2011 +A2:2014
Compressive strength C2A EN 15814:2011 +A2:2014
Durability passed EN 15814:2011 +A2:2014
Rainfast R2 EN 15814:2011 +A2:2014
Hazardous substances Übereinstimmung mit DIN

15814
EN 15814:2011 +A2:2014

The performance of the product is in conformity with the declared performance. This declaration of performance is
issued under the sole responsibility of the manufacturer.

Signed for and on behalf of the manufacturer by 

Bmstr. Dipl. Ing. Karl Landl
General Manager

[a] This declaration of performance is available in copy at the website of the producer
[b] Consider state of the art, standards, legal provisions and guidelines for the suitability of the mentioned field of application and application method.

DECLARATION OF PERFORMANCE

In accordance to Annex III of Regulation (EU) Nr. 305/2011

Declaration of performance No.

LE-H71012
Identification code of the product-type

Hydrobit Bitumendickbeschichtung HD 2

Purpose
Waterproofing against soil moisture
Waterproofing against water and radon

Name, contact producer
BÜSSCHER & HOFFMANN GmbH A-4470 (AT) Fabrikstraße 2

Web: www.bueho.com
Tel.: +43 (7223) 823 23-0
E-Mail: office@bueho.at

Systems of assessment and verification of constancy of performance

Declared performance
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